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STATE DEPARTMENT OF
PUBLIC WORKS

ARCHITECTURAL
DEPARTMENT

GENERAL

1. All dimensions to be checked on site before

commencement of any work. Use figured dimensions only.

Any discripancies should be reported to the Architect

immediately.

2. All dimensions are in milimetres unless otherwise

specified.

FINISHES

1. FLOOR

1a - 3mm Epoxy Floor Finish

1b - 40mm thick Screed finished smooth

1c - 300 x 300 non-slip ceramic Tiles

1d - Approved granite tiles on screed

2. WALLS

2a - Epoxy Ester Paint

2b - Water Proofing Textured Paint

2c - Wood Float Plaster

2d - 1200x600mm Approved Ceramic Tiles

2e - Stainless Steel Wall Fabrication.

2f - PU Panels Wall.

3. CEILING

3a - Painted Plasted Slab

3b - White 2 Pack Epoxy Paint.

3c - PU Panels.

4. SKIRTING

4a - 150 x 20 mm Ceramic Tiles

4b - 150mm high 25mm painted cement screed

4c -Stainless Steel Wall Fabrication.
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600MM X 1200MM
CERAMIC TILES.

2200MM HIGH
ALLUMINIUM PARTITION
;PERSPEX WHITE FINISH

150MM HIGH CERAMIC
TILES SKIRTING.
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